0—7 A SEE NOTE 1

TABLE A

TAPER LENGTH
SPEED (FT) CONE SPACING

(MPH) "oFFsET wipTH | ALONG TAPER
(FT)

10’ 12’

&
®
25 105 125 25 @
®
?
&

/— WORK AREA

30 150 180 30
35 205 245 35
40 270 320 40
45 450 540 45

— TRUCK WITH
7 FLASHING ~ OR WITH
BEACON

NOTE:

1 DISTANCE BETWEEN SIGNS SHALL BE 100’
FOR RESIDENTIAL STREETS (25 MPH), AND

200" FOR ARTERIAL ROADWAYS \ TAPER LENGTH

(TABLE A)

LEGEND:

|
|
|
|
|
|
|
|
|
|
|
|
|
©® FLASHING BEACON SHALL BE INSTALLED AT |
EACH SIGN FOR NIGHT-TIME USE. : __I_ S

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

|

I

® DISTANCES MAY VARY AS APPROVED BY THE
ENGINEER.

® FLAGGERS REQUIRED TO CONTROL TRAFFIC
WHENEVER THE CONTRACTOR MUST
INTERRUPT TRAFFIC FLOW TO ACCESS THE
WORK SITE WITH MATERIALS OR EQUIPMENT.

® SIGN SIZE PER MUTCD OR PER APPROVAL
OF CITY ENGINEER

CONE OR CHANNELIZING DEVICE (SEE STD
713)

Standard

City of Bothell TRAFFIC CONTROL PLAN| _ Dei

Approved By:
\

=] o= 2LANEROADWAY | 701

PUBLIC WORKS DEPARTMENT |[“_—
City of Bothell aveares — WITH ONE LANE CLOSED—sieo e
Nov, 2013




TAPER LENGTH
(TABLE A)

/— WORK AREA

[e]
TAPER LENGTH O] E'EA}\%FS“G OR WITH
SPEET (FT) CONE SPACING , /[ \
(MPH) ["oFFseT wipTH | ALONG TAPER L
0 12" (FT) MIN

25 105 | 125 25 |

30 150 | 180 30 |

35 205 | 245 35 | 10}
|

40 270 320 40 ®
45 450 540 45

NOTE:

DISTANCE BETWEEN SIGNS SHALL BE 100’
FOR RESIDENTIAL STREETS (25 MPH), AND
200" FOR ARTERIAL ROADWAYS

1 ]

|
|
|
|
i
|
TABLE A i TRUCK WITH
|
|
|
|
|

TAPER LENGTH
@ (TABLE A)

—_

SEE NOTE 1

LEGEND:

® FLASHING BEACON SHALL BE INSTALLED AT
EACH SIGN FOR NIGHT-TIME USE.

(W1—4 L)

DISTANCES MAY VARY AS APPROVED BY THE

* ENGINEER. SEE NOTE 1

® FLAGGERS REQUIRED TO CONTROL TRAFFIC
WHENEVER THE CONTRACTOR MUST
INTERRUPT TRAFFIC FLOW TO ACCESS THE
WORK SITE WITH MATERIALS OR EQUIPMENT.

® SIGN SIZE PER MUTCD.

CONE OR CHANNELIZING DEVICE (SEE STD
713)

Standard

City of Bothell TRAFFIC CONTROL PLAN| _ Dei

Approved By:
\

= 2= | 2 LANE ROADWAY 702

PUBLIC WORKS DEPARTMENT | —
City of Bothell’ aveares — PARTIAL LANE CLOSURE Mcveortae
Nov, 2013




NOTE.:

® FLASHING BEACON SHALL BE INSTALLED AT
EACH SIGN FOR NIGHT-TIME USE.

® DISTANCES MAY VARY AS APPROVED BY THE
ENGINEER.

® FLAGGERS REQUIRED TO CONTROL TRAFFIC
WHENEVER THE CONTRACTOR MUST INTERRUPT
TRAFFIC FLOW TO ACCESS THE WORK SITE
WITH MATERIALS OR EQUIPMENT.

® SIGN SIZE PER MUTCD.

LEGEND:

[ CONE OR CHANNELIZING DEVICE

[o]

[o]

[o]

(SEE STD 713)

/— WORK AREA

TRUCK WITH OR WITH
/\ FLASHING
[ X% | BEACON
@ 50" MIN
©

=]
City of Bothell’

City of Bothell

PUBLIC WORKS DEPARTMENT

Approved By:
\

TRAFFIC CONTROL

LD PLAN

City Engineer

SHOULDER WORK

Standard
Detail

703

Revision Date
Nov, 2013




LEGEND:

B CONE OR CHANNELIZING DEVICE
(SEE STD 713)

NOTE.:
® FLASHING BEACON SHALL BE INSTALLED AT

EACH SIGN FOR NIGHT-TIME USE.

® DISTANCES MAY VARY AS APPROVED BY THE
ENGINEER.

200’
A I
-
200’

-

|
:®
i (TABLE A)
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|
|

® FLAGGERS REQUIRED TO CONTROL TRAFFIC
WHENEVER THE CONTRACTOR MUST INTERRUPT
TRAFFIC FLOW TO ACCESS THE WORK SITE
WITH MATERIALS OR EQUIPMENT.

RIGHT LANE
\ CLOSED
AHEAD

TABLE A
TAPER LENGTH
SPEED (FT) CONE SPACING

| | (MPH) ["OFFSET WIDTH A|_0N(GFr )TAPER
| \ | 10° 12’
I I _— WORK AREA 25 | 105 | 125 25
: ‘ : 30 150 180 30
I I 35 205 245 35
} ! 40 270 | 320 40
| | 45 450 | 540 45
| | |

E'13/ \

[ ¢ T TRUCK WITH

' /r/_ FLASHING OR WITH

E-.-l BEACON

|
| |
| | 0
| | |
| | -
| |
| |
| |
! ! @ TAPER LENGTH
| |
I I ©

Eﬂ 1
200’
(W4-2 R)

=]
City of Bothell’

City of Bothell

PUBLIC WORKS DEPARTMENT Z —é

City Engineer

TRAFFIC CONTROL
PLAN - 5 LANE
RIGHT LANE CLOSED

Standard
Detail

704

Revision Date
Nov, 2013




LEGEND:

[ CONE OR CHANNELIZING DEVICE

(SEE STD 713)

ATINO
-

WORK AREA ——__ |

TRUCK WITH —

NOTE.:

® FLASHING BEACON SHALL BE INSTALLED
AT EACH SIGN FOR NIGHT-TIME USE.

® DISTANCES MAY VARY AS APPROVED

BY THE ENGINEER.

ATINO

.

-
-

OR EQUIPMENT.
® SIGN SIZE PER MUTCD.

DIRECT/MANAGE TRAFFIC

TO BE INSTALLED
UPON DIRECTION
OF ENGINEER

j
ONLY

| TRAFFIC CONES 10’ O.C.

® FLAGGERS REQUIRED TO CONTROL
TRAFFIC WHENEVER THE CONTRACTOR
MUST INTERRUPT TRAFFIC FLOW TO
ACCESS THE WORK SITE WITH MATERIALS

® WHEN SIGNAL IS INSPECTED, A CITY
OF BOTHELL POLICE OFFICER SHALL

|
|
e ——1e
| &
| i | ~
| N\Y & :
N
i : | i 200’
A
! I | I N LEEZ’:‘I'IEJRN
i A it
| | | ! (W20-5L[MOD])
BRI
I | = | !
I || I
Standard
City of Bothell TRAFFIC CONTROL Deta
=1 ¢~ | PLAN-5LANE-LEFT | 705

PUBLIC WORKS DEPARTMENT

City of Bothell’

City Engineer

TURN LANE CLOSED

Revision Date
Nov, 2013




LEGEND:

TABLE A
TAPER LENGTH
SPEED (FT) CONE SPACING
(MPH) ["oFFseT wiptH | ALONG TAPER
0 | 12 (F1)
25 | 105 | 125 25
30 | 150 | 180 30
35 | 205 | 245 35
40 | 270 | 320 40
45 | 450 | 540 45

AINO

NOTE.:

® FLASHING BEACON SHALL BE INSTALLED
AT EACH SIGN FOR NIGHT-TIME USE.

® DISTANCES MAY VARY AS APPROVED
BY THE ENGINEER.

® FLAGGERS REQUIRED TO CONTROL
TRAFFIC WHENEVER THE CONTRACTOR
MUST INTERRUPT TRAFFIC FLOW TO

ACCESS THE WORK SITE WITH MATERIALS

OR EQUIPMENT.

® SIGNING SHALL BE AS SHOWN ON ALL
LEGS OF THE INTERSECTION.

® UNIFORMED OFF DUTY POLICE OFFICER
TO DIRECT TRAFFIC OR COUNTERMAND
SIGNAL SHALL BE PROVIDED AT
CONTRACTORS EXPENSE.

® SIGN SIZE PER MUTCD.

@ CONE OR CHANNELIZING DEVICE

| | (SEE STD 713)
NL oA
| |
| |
| @ |
i /—WORK AREA
|
& |
g i w5,
AINO TYP
: ( ) RIGHT
(R4=7n)
5 -] /

TAPER LENGTH
(TABLE A)

(R3-1L)

(W4-2L)

LEFT LANE
CLOSED
AHEAD

City of Bothell

=]
City of Bothell’

PUBLIC WORKS DEPARTMENT

Approved By:
\

A

City Engineer

TRAFFIC CONTROL

PLAN - CENTE

INTERSECTION WORK

Standard
Detail

R OF

706

Revision Date
Nov, 2013




WORK AREA I I LEGEND:
AN/D TRUCK | N |
W/FLASHING <
| |
BEACON | |‘| | @ E)SOENEE OR (;I;lél)\lNELIZING DEVICE
OR | | |
BOOM TRUCK } |
W/FLASHING |
YELLOW | |
BEACON ! !
|
| KEEP
: AN % #
| g RIGHT | (W4-7A)
| Lllple L
' g;§7ﬁ
200’
-
—_— — —_— — — — o — —_— — —
Ay L~ 3 AT
—»
— |[——— 200 —=
R = .
R
| g @ | —
|
| ] :@
| |
| =T
| |
NOTE: i )\ i
® FLASHING BEACON SHALL BE INSTALLED . & -
AT EACH SIGN FOR NIGHT—TIME USE. ol e
| |
® DISTANCES MAY VARY AS APPROVED L e TAPER LENGTH
BY THE ENGINEER. T (N (TABLE A)
| |
® FLAGGERS REQUIRED TO CONTROL | @ |
TRAFFIC WHENEVER THE CONTRACTOR | % |
MUST INTERRUPT TRAFFIC FLOW TO | |
ACCESS THE WORK SITE WITH MATERIALS T (R
OR EQUIPMENT. A 200"
® SIGN SIZE PER MUTCD. A R
A 1
TABLE A ! A
TAPER LENGTH | N ! ’ (Wa-2L)
SPEED (FT) CONE SPACING Iy 200
(MPH) orFser witq | ALONG TAPER ]
; ; (FT) I I LEFT LANE
10 12 I | I —;— iﬁ)EsAEI)D
25 | 105 | 125 25 I I oo
30 150 180 30 : T : T (W20-5L)
35 205 | 245 35 | |
40 270 | 320 40 e
45 450 | 540 45
Ci f Bothell TRAFFIC CONTROL Stg”e?;[d
ity of Bothe PLAN - 5 LANE 207
— LD 0
-  PUBLIC WORKS DEPARTMENT [ — ROADWAY
City of Bothell Clty Engineer Revision Date

LEFT LANE CLOSED

Nov, 2013




NOTE:

@ FLASHING BEACON SHALL BE INSTALLED
AT EACH SIGN FOR NIGHT-TIME USE.

® DISTANCES MAY VARY AS APPROVED
BY THE ENGINEER.

® FLAGGERS REQUIRED TO CONTROL
TRAFFIC WHENEVER THE CONTRACTOR
MUST INTERRUPT TRAFFIC FLOW TO
ACCESS THE WORK SITE WITH MATERIALS
OR EQUIPMENT.

® SIGN SIZE PER MUTCD.

LEGEND:

ATINO

[ CONE OR CHANNELIZING DEVICE

(SEE STD 713)

WORK AREA

TRUCK W/FLASHING
YELLOW BEACON

KEEP

-

LEFT

(W4-7A)

____________________________ o0 —— =
<—
- A
| &
i . _
I ®
! ! TAPER LENGTH
! | 8 (TABLE A)
| | ®
)
I I 200’
| |
| |
I e = BB
TABLE A | : : | 200 -z
TAPER LENGTH ! | | RIGHT LANE
SPEED (FT) CONE SPACING | | —n— ¢ (/:\If-ioEi%D
MPH ALONG TAPER | | ,
(MPH) OFFSET WIDTH ) i . i 200 (W20-5R)
25 105_| 125 25 I St
30 150 | 180 30 A I
35 205 | 245 35 R
40 270 | 320 40 | |
45 450 | 540 45 | |
o T i T
| | 1 |
. TRAFFIC CONTROL Standard
Clty of Bothell poproieasy PLAN - 5 LANE 708
o _ PUBLIC WORKS DEPARTMENT ﬁ— @“ AT INTERSECTION
Clty of Bothel 7™ | RIGHT LANE CLOSED | Revsenoas

Nov, 2013




T I I T
| |
W
@
(ri1-2) | ROAD l l i |~ ! 5
CLOSED I WORK AREA 2
I I [ 3
(M4-10R/L) B3 i | | _ Ja
I I T <328
| | e} ég%
(MOUNT ON BARRICADE) ! ! > S5«
| |
| Y
AINO |
| |
| |
TYPE 3 BARRICADE’S I 200’ l
T == =)
-
-
I S - N —
e 3 A7
= = &g ]
—
—

ONLY

200’
>0 E
I5g-
m9=4 —
Pazd =
5EmS @ @ DETOUR
2 = - — AHEAD
gV -;_
I (W20-2)
2 | (OPTIONAL ALL APPROACHES
S | AS'NEEDED)
|| 200’

ROAD
CLOSED
AHEAD /

NOTE.:

® FLASHING BEACON SHALL BE INSTALLED
AT EACH SIGN FOR NIGHT-TIME USE.

® DISTANCES MAY VARY AS APPROVED
BY THE ENGINEER.

® FLAGGERS REQUIRED TO CONTROL "
TRAFFIC WHENEVER THE CONTRACTOR | | -
MUST INTERRUPT TRAFFIC FLOW TO I i_
ACCESS THE WORK SITE WITH MATERIALS
OR EQUIPMENT. ||
® SIGN SIZE PER MUTCD. T T L EGEND:
|| CONE OR CHANNELIZING DEVICE
(SEE STD 713)
Standard
= Detail
City of Bothell pomorsdBy TRAFFIC CONTROL
— PUBLIC WORKS DEPARTMENT f—@ PLAN 709
City of Bothell avenes — |FULL STREET CLOSURE roisonoas
Nov, 2013




T T LEGEND:
l | l RN B CONE OR CHANNELIZING DEVICE
| | | | (SEE STD 713)
| | ‘ | |
e |
AHEAD , | |
(W20-50) 200 } | |
- | |
— 1 | |
| |
200’ | . |
(Wa-2) y | . |
| ﬂ | |
& 4 | ——
TAPER LENGTH I é_ o |
" (TABLE 4) & L@ I | TAPER LENGTH WITH
@ | (TABLE A)
|
@@ : -1
NOTE: $ T WORK AREA
P
@ FLASHING BEACON SHALL BE INSTALLED i
AT EACH SIGN FOR NIGHT—TIME USE. -
e DISTANCES MAY VARY AS APPROVED $
BY THE ENGINEER. WiTH
TAPER LENGTH
e FLAGGERS REQUIRED TO CONTROL i (TABLE A)
TRAFFIC WHENEVER THE CONTRACTOR
MUST INTERRUPT TRAFFIC FLOW TO
ACCESS THE WORK SITE WITH MATERIALS ® % -1
OR EQUIPMENT. @ p
# 200’
® SIGN SIZE PER MUTCD. " rc W1-41)
¢ 8y |
g —g—v@ WITH
| ® 5| TAPER LENGTH
@ ! (TABLE A)
: af || =i
o8 | fi S
| | =
: | ¢ 200’
W1-4L
TABLE A | B gl
| | ® TAPER LENGTH
TAPER LENGTH ! | ® (TABLE A) Wi
SPEED (FT) CONE SPACING Ll e
(MPH) | oFFSET WIDTH ALON(GFF)TAPER A I - S
100 [ 12 T (N 200"
25 | 105 [ 125 25 AN .
30 150 | 180 30 IR '
35 | 205 | 245 35 } } 200° (Wo2R)
40 270 320 40 : : Py ¢ RIGHT LANE '\
45 450 | 540 45 | | v CLOSED
T T : T 200 (W20-5R)
| |
RS
| |
Standard
= Detail
C|ty of Bothell poprovetsy TRAFFIC CONTROL 7
= g2 | PLAN - 5 LANE - 10
~ PUBLIC WORKS DEPARTMENT [_—
City of Bothell City Engineer MULTILANE CLOSURE  rosortms

Nov, 2013




NOTE:

! : : ! ® FLASHING BEACON SHALL BE INSTALLED
| | | | AT EACH SIGN FOR NIGHT—TIME USE.
| | | |
! ! ! ! @ DISTANCES MAY VARY AS APPROVED
| | BY THE ENGINEER.
| |
| | ® FLAGGERS REQUIRED TO CONTROL
! ! TRAFFIC WHENEVER THE CONTRACTOR
| | MUST INTERRUPT TRAFFIC FLOW TO
| | ACCESS THE WORK SITE WITH MATERIALS
| | OR EQUIPMENT.
f ' (9] |
| ! | ® SIGN SIZE PER MUTCD.
| |
| | |
| |
|
i | @ i LEGEND:
e
WITH | | @ CONE OR CHANNELIZING DEVICE
} f@ } (SEE STD 713)
| (@] |
| |
| Eﬂ‘/=/__ TYPE 2 BARRICADES
|
|
|
|
|
WORK AREA —] |
|
|
|
|
|
|
TRUCK WITH !
FLASHING |
BEACON — | |
WITH
Standard
= Detail
City of Bothell N— TRAFFIC CONTROL
= 2= | PLAN - TWO WAY LEFT | 711
_ PUBLIC WORKS DEPARTMENT [©“_—
City of Bothell Ciy Engineer TURN LANE CLOSURE  fevsotae

Nov, 2013




NOTE.:
@ FLASHING BEACON SHALL BE INSTALLED

I | | | AT EACH SIGN FOR NIGHT—TIME USE.
| | | |
! ! ! ! @ DISTANCES MAY VARY AS APPROVED
i | | i BY THE ENGINEER.
| ! ! |
I I ® FLAGGERS REQUIRED TO CONTROL
! ! TRAFFIC WHENEVER THE CONTRACTOR
i i MUST INTERRUPT TRAFFIC FLOW TO
I I ACCESS THE WORK SITE WITH MATERIALS
! ! OR EQUIPMENT.
| | | l ® SIGN SIZE PER MUTCD.
| I I I
: I \ I l
| |
' | | ' LEGEND:
| | | | =L N,
I I ‘ I |
I | | I CONE OR CHANNELIZING DEVICE
| ! ! | (SEE STD 713)
| I I |_— WORK AREA
| |
l TABLE A
|
I TAPER LENGTH
: SPEED (FT) CONE SPACING
! (MPH) ["oFFseT wipTH__ | ALONC TAPER
| | TRUCK WITH ; ; (FT)
i | FLASHING 10 12
| ! BEACON 25 105 | 125 25
| | 30 150 | 180 30
! : 35 205 | 245 35
| | S 40 270 | 320 40
! } 45 450 | 540 45
| : @7
| | | TAPER LENGTH
I | (TABLE A)
| |
| |
| |
| |
| 0] | —
| |
| |
| | | |
| | | I 200’
| | | |
| |
| | | |
| | \ | |
| I I I -1
| | | | -—I—
| | | |
: | ‘ | : (W4-2 1)
| |
: | | : 200’
| |
| |
: : _ ¢ LEFT LANE
| | -—I— CLOSED
I | AHEAD
! ! (W 20-5L)
! | | ! 200’
| | | |
| ' ' |
| ' ' |
| | | | 1
| : : | '_I_
! | | !
Standard
= Detail
C|ty of Bothell N TRAFFIC CONTROL
= g2 | PLAN - 5 LANE - 712
_ PUBLIC WORKS DEPARTMENT |[Z_—
City of Bothell iy Engineer LEFT LANE CLOSURE  [+osorome
Nov, 2013




4" MIN.
VARIES MAX.

2 MIN. 2 MIN.
© VARIES MAX. "~ VARES MAX.
] 1 ] [
| ﬁ’” i ﬁ”
S / f z
(@] <
= \_ Z =
= o E)TR;AE)I\)IGE < o
: WHITE 5
S| & (TYP) K f &
'l:f') (@]
L i i J/f‘
GALVINIZED / . in
10" 4”x4” TREATED
- bR graemes
TYPE 1 TYPE 2
BARRICADE

WHITE REFLECTIVE

WHITE REFLECTIVE

TAPE (TYP) TAPE (TYP)
1 N
. BLACK TEXT ~Z2 £
ek x © N
~o IR <
= 1
© ORANGE
ORANGE (TYP)
(TYP) _\
CONE ORANGE
1 (TYP)
T A~ CHANNELIZING DRUM
HIGH RISE =
WARNING g”_ YELLOW FLASHER
5" MIN
=z © I f
= — 7 A
l(x\)l E 7 vard > % %
T Z 4 4{‘ 6 @/4
= y %)
. 4 &
: ] %
M » )
&
Y
L w
GUIDE POST VERTICAL PANEL
Standard
. Detail
City of Bothell p— TRAFFIC CONTROL 713
o _ PUBLIC WORKS DEPARTMENT ﬁ— %' DEVICES
City of Bothell City Engineer Revision Date
Nov, 2013




	Standard Detail 701

	Standard Detail 702

	Standard Detail 703

	Standard Detail 704

	Standard Detail 705

	Standard Detail 706

	Standard Detail 707

	Standard Detail 708

	Standard Detail 709

	Standard Detail 710

	Standard Detail 711

	Standard Detail 712

	Standard Detail 713


